
Advantage feature:
● Desktop or wall mounting

● All in one solution, plug and play

● Docking station with external function (Max. 32 ports.)

● All the software is pre-installed with license

● Easy to operate, delete all files from camera after downloaded, and charging the 
camera simultaneously 

● Support remote access through Internet or Ethernet, with granted account and 
password 

● Intelligent data statistics and chart display

● 14inch touchscreen with NFC and fingerprint

DS-8W External Version
Docking Station
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The overall construction objective of the docking station management platform is to build a platform system for the unified 
management of the data collected by body worn cameras, which enables users  at all levels to upload various types of data 
(video, audio and photos) from cameras to the system platform for unified storage and management, so that it is easy for 
authorised personnel  at all levels to retrieve, view, browse and download the various types of data (video, audio and 
photos) uploaded after logging into the system to meet the actual work requirements
 

System Architecture 

1.  Body-worn camera data acquisition. It is completed by  
 the acquisition workstation. After the body-worn camera  
 is inserted into the acquisition station, the system   
 automatically acquires the data in the body-worn   
 camera, and the data that is successfully acquired, is  
 deleted from the body-worn camera and the body-worn  
 camera is charged.

2.  Multi-level distributed storage of law enforcement data.  
 Data in the collection workstation can be uploaded to  
 the higher level server regularly, unwanted data can be  
 deleted regularly, and data in different servers can be  
 migrated to each other.

  Flexible and multiple ways of retrieval, statistics, and  
 reuse of law enforcement data. Through the browser,  
 users can easily retrieve, browse, play and download the  
 audio, video and photo data collected by the law   
 enforcement device.

4.  Perfect log management function, every step of user's  
 operation in the system is recorded in the log, which is  
 easy to track afterwards.

5．Perfect user rights management. Users can only do  
 what is within their rights, including the management of  
 operation rights such as querying, downloading and  
 uploading.

 With the help of the features listed above , a body-worn  
 camera data centre covering aspects of the security  
 environment will be established, and through the public  
 security network, scientific and standardised 
 management of body-worn camera data will be realised,  
 providing situational awareness  and evidence required  
 for public security organs at all levels.

Main functions of the system



Specifications

Appearance

Installation Method

Size

Display Screen

Touch Screen

Resolution

Brightness

Bays

Processor

RAM

System Disk

Storage Disk

Hard Disk Bit

Power Supply

Trumpet

Extension Ports

Face Recognition

Fingerprint Recognition

Door Status Monitoring

Call The Police

Wi-Fi

Status Light

Operating System

System Software

Adopt modular design structure, sheet metal technology, 1.2 cold-rolled plate,
pickling anti-static spraying

Wall-mounted and table-mounted installations are available, equipped with
mounting brackets

Main 517*130*620mm, Vice 247*130*610mm

14 inches, LCD screen

14 inches, capacitive multi-touch

1920*1080

250cd/m 2

32 bays Max

High-strength retractable spring wire, support mini, TP/c, micro

Industrial Integrated Motherboard

Single charging current 1.5A, full load current 1.0A, voltage 5V

Inter Core I3 237 Dual Core 0 2.4Hz

Western Digital HHD Surveillance Level 4TB/8TB/ Customized

SSD 60G/64G

DDR3 8G

2 bays, support hot-swappable hard disk, maximum support 32T

DC 12V16.5A 200W

8Ω   5W

USB2.0*2

2 million pixels binocular, 1080, with face recognition algorithm

Photoelectric type, support 1000 capacity

Support for door close/open monitoring

Support

Support

5V red and green bi-color LED lights

Windows 7/Windows 10

Terminal software and server data management software

Interface Specification

Interface Voltage/Current

Motherboard
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Item Specifications



Specifications

Flexible use

Automatic Data Collection

Bays

Body Camera data transfer 
status monitoring

1 to 1 smart position

Face recognition

Fingerprint recognition

Information and nstatus display

System log

Data auto-delete override

Hard Disk Switching
Management

Adopt modular structure design, you can choose 8 bays, 16 bays, 24 bays, 32 bays
according to your needs, and also support wall-mounted installation and desktop
display, which is more flexible

The data is automatically collected after the body enforcement device is connected.
According to the police number, equipment number, and collection date, it is
classified and stored, and belongs to the correct police officer.

It can support 8, 16, 24 and 32 body enforcement devices to collect and charge at the
same time

Each intelligent warehouse door is equipped with an independent signal light, which
is yellow when the body camera is collecting, and green when the collection is
completed

Independent storage door is adopted, each user is allocated an independent storage
space, and the storage door is automatically opened by face, fingerprint, and
password for the storage and collection management of body cameras, and the
administrator can open all storage doors

The system can automatically identify the opening/closing status of the warehouse
door

When the smart storage door is not closed after the timeout, the system will
automatically start the alarm prompt

Pre-collect user fingerprint information, open the warehouse door and perform data
query through fingerprint, face, and password identification

Pre-collect the user's face information, open the warehouse door and perform data
query through face, fingerprint, and password recognition

Each acquisition interface has a serial number. When the acquisition interface is not
inserted into the body camera, the system will display an idle state. When the body
enforcement instrument is inserted and connected successfully, the system interface
will automatically display the user number, device number, user name, and user
department of the body enforcement instrument. Display the data acquisition
progress, battery power, and total data size of the body camera. The system can
display the total storage capacity, time, network status, mode, etc. of terminal.

According to the actual situation of use, the system automatically generates relevant
use records for future traceability

The administrator can set the data storage period according to the needs. When the
storage period is reached, the system will automatically delete/overwrite the superperiod
data, and the important files marked will not be deleted/overwritten.

When the current hard disk is full, the system will automatically switch to the next
hard disk to realize automatic storage expansion

Intelligent warehouse status
monitoring

Timeout alarm
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Item Specifications

Body Camera Compatibility Support all brands and models of body cameras/ Or can customized

Automatic time adjustment When the body camera is collecting data and charging, the system will automatically
calibrate the time of the body camera to achieve the accuracy of the body camera’s
time

High speed data
upload

When multiple or 16 body cameras are collecting data, the collection rate of a single
device can reach 10M/S.



Specifications

Priority upload

Data retrieval

Voice broadcast

Correspondence to
physical location

File annotation

When there is a special situation, a single body camera can be selected for priority
collection, and the single-channel collection rate can reach 15M/S, realizing fast
upload.

Users can view, mark, download, delete, etc. videos, audios, photos, logs, etc.
according to their relevant accounts.

When the body-worn camera data starts and finishes and the system performs
corresponding operations, it will make relevant broadcasts by voice.

The system acquisition window can be in one-to-one correspondence with
the physical location of the acquisition workstation, so as to better identify the
corresponding body enforcement device

The user sets the level according to the uploaded file, such as: general, general,
important, etc.

When the storage hard disk is full, the system will automatically alarmHDD overflow warning

Network abnormal alarm
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Item Specifications

When the network connection failure or abnormality occurs in the collection station,
the system will automatically alarm


