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Wavesight's Firefly N150-MPdelivers the highest performance 
and stability available in the 5GHz Base Station class.



CloudStreamLite
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Wavesight's Firefly N150-MPdelivers the highest performance and stability available 
in the 5GHz Base Station class. This product combines a highly advanced radio 
core containing MIMO 2x2 technology with an integrated, high-gain, dual 
polarization 90 degree sector antenna suited for a wide range of applications.The 
feature-rich operating system is optimized for ultra-high performance wireless 
optionally allowing compatibility with older 802.11 a standard devices. 

Equipped with Wavesight's dual firmware image feature, remote software upgrades 
are assured even if a power failure interrupts the process. The device will restart 
using the prior firmware in the event of an upgrade failure. 

The enclosure is made of polycarbonate plastic with UV inhibitors to provide years 
of outdoor exposure in direct sunlight without cracking. The Firefly N150-MPwas 
designed and tested to meet an IP-65 rating as well as vibration, temperature, drop, 
salt, fog, and electrical surge standards to ensure a high level of reliability 
unsurpassed in the industry. It is equipped with a grounding lug and a grounded 
24-volt PoE to allow a professional installation, resistant to electrical surges. The 
mounting bracket permits installation on a wall or a pole and provides up to 30 
degrees of down-tilt adjustment. 

New Mounting

Advanced Networking

 

Smart Station Coordination Function (SSCF)

Firefly N150-MP
Outdoor Wireless Device

Wavesight’s multiple client coordination, when the 
base-station is transmitting, decreases latency. The 
multi-coordination feature is operating in hybrid mode, when 
different client groups are divided into categories based on 
the client activity. More active stations are put in the main 
scheduler window, which performs a round-robin operation 
with every active CPE by allocating them a data slot as well 
as a time-slot for transmission (TDD) which is limited by the 
downlink/uplink ratio. 

Wavesight’s hardware accelerated QoS (allows prioritizing 
mission critical data and delivery of different services). The 
hardware QoS is realized by re-using the available wireless 
multimedia extensions (WME) capability available in HCCA 
and EDCA standards. The lower priority queues, which are 
usually used for http, ftp, torrent etc. traffic are used only 

when a connected station receives the permit – token from 
the AP/BTS, otherwise the data is buffered until the token is 
received. The higher priority queues, like video or voice, 
which require low latency and jitter free performance are 
allowed to transmit data without receiving permission from 
the AP/BTS.  

The dynamic uplink/downlink ratio (improves throughput for 
high density client scenarios, where downlink is more critical 
then uplink). The uplink/downlink ratio is controlled by the 
AP/BTS, which decides based on the amount of active 
clients in the scheduler, what ratio is appropriate for the 
current situation. 

The Cloud Stream Lite is an intuitive product and network management platform for your 
devices. It allows easy, simple, and fast network installation, configuration, and control, all 
of which can be performed using a web browser. 

The Cloud Stream Lite also facilitates network maintenance and expansion by automating 
these processes. The management platform can function as an integrated controller or as 
an external one (i.e. Cloud Stream Lite), thus serving as an optimal solution for setting up 
and managing networks of any size. 



Specifications

Product/ Distance Recomendation PTMP Mode PTP Mode PTP Mode (Full Capacity)
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Wavesight Limited 13 Dencora Way, Sundon Business Park, Luton LU3 3HP. United Kingdom. www.wavesight.com

Fire�y N150-MP                                   7km/ 4.35mi                                    N/A                                             N/A

WLAN Standard       IEEE 802.11 a/n 

Radio Mode        MIMO 2×2 

Radio Frequency Band     5.150 - 5.875GHz (FCC 5.150 - 5.250 and 5.725 - 5.875GHz) 

Transmit Power        Up to 29dBm (Country Dependent) 

Receive Sensitivity       Varying Between -97 and -75dBm Depending on Modulation 

Channel Size          5,10, 20, 40MHz 

Modulation Schemes     802.11 a/n: OFDM (64-QAM, 16-QAM, QPSK, BPSK) 

Data Rates          802.11 n: 300, 270, 240, 180, 120, 90, 60, 30Mbps         

     802.11 a: 54, 48, 36, 24, 18, 12, 9, 6Mbps 

Error Correction       FEC, Selective ARQ 

Duplexing Scheme      Time Division Duplex

Wireless

  

 

 

 

   

Type          Integrated Dual-Polarized 90° Sector Antenna 

Gain           18dBi

Antenna

Interface          10/100/1000 Base-T, RJ45

Wired

Wireless Operating Modes   Access point (auto WDS), access point, station (WDS), station (ARP NAT) 

Wireless Techniques     Smart station polling, smart auto-channel, adaptive auto modulation, 

 automatic transmit power control (ATPC) 

Wireless Security       WPA/WPA2 personal (Hardware-based AES-128 encryption compatible 

 with the FIPS-197 standard), WPA/WPA2 enterprise, WACL, user isolation

Wireless QoS        4 queues prioritization 

Network Operating Modes   Bridge, router iPv4, router IPv6 

Network Techniques     Routing with and without NAT, VLAN 

WAN Protocols       Static IP, DHCP client, PPPoE client 

Services          DHCP server, SNMP server, NTP client, router advertisement daemon, ping watchdog 

Management        HTTP(S) GUI, SSH, SNMP read, WNMS, Telnet 

Tools           Site survey, link test, antenna alignment

Software

  

 

 

 

  



Specifications

Dimensions          Length 430mm (16.9”), Width 150mm (5.9”), Height 40mm (1.6”)
Weight             1000g (2.2lb)

Mounting          Combination Wall / Pole Mount Included 

Physical

  

Power Supply        12 - 24VDC passive PoE (24V passive PoE adapter is included in the package) 

Power Source        100 – 240VAC 

Max Power Consumption   4.5W 

Power

  

Operating Temperature    –40°C (-40°F) ~ +65°C (+149°F) 

Humidity          0 ~ 90% (Non-Condensing)  

Environmental

  

System Monitoring      SNMP v1/2c/3 server, Syslogs, system alerts via e-mail and SNMP trapHumidity          

Management

  

Certi�cation  FCC/IC/CE

Regulatory

Frequency Range 5.1 - 5.9GHz

Gain 18dBi

Polarization Dual Linear

Cross-Pol Isolation 24dB

VSWR <1.7

Azimuth Beamwidth (H-Pol) 90°

Azimuth Beamwidth (V-Pol) 90°

Elevation Beamwidth 20°

Antenna Specifications
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